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Products: 598003 ‐ Dra  Diverter 
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Revision 1:  Cleaning sec on added 

 

Dra  Diverter 

A  dra   diverter  can  be  installed  on  the  rear  flue  of  a  gas  ro sserie 

smoker, before the all‐fuel chimney, to protect the smoker and burner 

from a back dra  and  regulate  the amount of  air flowing out of  the 

smoker flue. 
 

Applica ons ‐ 

A dra  diverter can be used on direct‐vented smokers that are inside of a building, or installed through the 

wall of a building.  The dra  diverter will help maintain a constant dra  and a stable air supply regardless of 

external condi ons.  A dra  diverter will prevent air from blowing down the chimney in adverse condi ons 

that will disturb the opera on of the burner.  It will also help cool the all‐fuel chimney and prevent it from 

crea ng too much of a dra  causing rapid removal of smoke from the unit.  
 

Installa on ‐ 

The dra  diverter should be installed with the side openings at the bo om.  The side with the label should be 

accessible to remove for cleaning.  The bo om ring on the diverter should slide inside of the rear flue of the 

smoker.  The all‐fuel chimney should slide inside of the top ring of the diverter. 
 

Cleaning ‐ 

At least once a month the side of the dra  diverter should be removed and the inside thoroughly cleaned.  

The side is removed by taking out two bolts on the le  and right side and one bolt in the middle. 

 

Addi onal Comments: 

 

Secondary Distribu on: 

Service technicians within the Distributor’s organiza on.   

Service companies. 

 

For Addi onal Informa on: 

Southern Pride Technical Support:  (800) 437‐2679 


